
TEXAS DEPARTMENT OF PUBLIC SAFETY    Ch3 Annex3 

SUNSCREENING DEVICES 

INSPECTION PROCEDURE FOR SUNSCREENING DEVICES 
ON MOTOR VEHICLES 

Glass coating or sunscreening may not exceed downward below the AS-1 line; 
or not more than 5 inches from top of the windshield. 

At least 25% light transmission is 
required when checked with an 

  approved testing device. 

    At least 25% light transmission is 
    required when checked with an  
   approved testing device. 

THESE WINDOWS ARE NOT AN  
        INSPECTION ITEM. 

THE REAR WINDOW IS NOT AN ITEM  
       OF INSPECTION.   

However, vehicles with less than 25% will  
require two outside mirrors. 

EXEMPTIONS: 

1. This inspection procedure does not apply to a vehicle that is used to transport passengers for a fee,

(i.e., Taxi, Limousine, etc.)

2. This inspection procedure does not apply to a vehicle that is maintained by a law enforcement agency and used for law

enforcement purposes.

3. For medical reasons an exemption is available for the driver or passenger with a physician’s written medical statement. 

The Physician’s written medical statement must be presented for inspection, and carried in the vehicle at all times.

It is not a violation to sell or offer for sale a vehicle with uncertified window film.


